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DIMENSIONS AND APPEARANCE >> CLICK TO VIEW ADDITIONAL DETAILS AND PRICING <<

CONSTRUCTION
1. Watertight frame shall be aluminum 

extrusion with integral anchor flanges 
and includes drain channel and 
neoprene gasket.

2. Hinges and all hardware shall be 
stainless steel.

3. Door leaf shall be diamond tread plate 
to withstand a live load of 300 lbs./sq. 
ft. or H20 loading without impact. 
Operation shall be assisted with 
stainless steel compression springs 
(optional). A hold open arm shall 
automatically lock the door in a 90° 
position.

4. Door can be equipped with a staple, 
staple and hasp, recessed hasp, 
stainless steel snap, brass pentahead or 
keyed cylinder lock.

5. Finish shall be a mill finish, with 
bituminous coating applied to the 
exterior of frame.

DESCRIPTIONS
The KFD-SD-NWT-SPRG <Insert Dimen-
sions> Standard Duty Hinged Floor Panel by 
Karp is a robust and versatile solution for 
concrete applications, offering reliability 
and ease of use for commercial construc-
tion customers. This specific model is not 
watertight but comes with the added 
convenience of a spring-assisted 
mechanism, enhancing its functionality. 

Standard Duty
Hinged Floor Panel

DOOR SIZE
W X H (IN.)

50.0
56.0
63.0
62.0
70.0
78.0
97.0

118.0
158.0

71.0
81.0
93.0
91.0

105.0
118.0
147.0
181.0
248.0

24 X 24
24  X 30
30 X 30
24 X 36
30 X 36
36 X 36
36 X 48
48 X 48
48 X 72

STANDARD SIZES:

SHIP WT. (LBS.)
KFD-SD KFD-HD

For more detailed specifications see submittal sheet
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https://www.accessdoorsandpanels.com/karp/
https://www.accessdoorsandpanels.com/model-number/kfd-sd-nwt-sprg/?utm_source=QRCODE&utm_medium=specsheet&utm_campaign=KFD SD NWT SPRG
https://www.accessdoorsandpanels.com/model-number/kfd-sd-nwt-sprg/?utm_source=QRCODE&utm_medium=specsheet&utm_campaign=KFD SD NWT SPRG
https://www.accessdoorsandpanels.com/model-number/kfd-sd-nwt-sprg/?utm_source=QRCODE&utm_medium=specsheet&utm_campaign=KFD SD NWT SPRG
https://www.accessdoorsandpanels.com/custom-doors/
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VISIBILITY SAFETY TAPE
(APPLIED TO UNDERSIDE OFLID)

SPLATTER-PROTECTOR
REMOVABLE COVER

RECESSED
HASP

(OPTIONAL)

ALLOW 6”

A
A + 6”

B B 
+ 

6”

REMOVABLE “T”
HANDLE

1-1/2” DRAIN
CONNECTION

BITUMASTIC
COATING

(EXTERIOR ONLY)

WATERTIGHT PLUG

S.S. SLAM LATCH WITH
REMOVABLE HANDLE

S.S. COMPRESSION
SPRING ASSIST

S.S. HOLD OPEN ARM
WITH RED VINYL GRIP

S.S. HINGES
W/ TAMPERPROOF

FASTENERS

3/16” HOLLOW
NEOPRENE GASKET

4”

“A”

“B”

https://www.accessdoorsandpanels.com/karp/
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